


PRODUCT SPECIFICATIONS
MARKING ENGINE

Technology: Laser Electrostatic Transfer System

Resolution: Up to 1200 x 1200 dpi
Halftones: 256-Level Grayscale
Print Speed (IPM) Simplex/Duplex
	 8.5" x 11": 70
	 1 1" x 17": 37
	 12" x 18": 35
	 13" x 19": 33
Paper Size: 7.2" x 7.2" to 13" x 19.2"
Paper Feeding
	 Standard: 2,000 Sheets (20 lb. Bond)
	 Maximum: 6,000 Sheets (20 lb. Bond)

Paper Weight: 17 lb. Bond to 110 lb. Cover 
(64 gsm to 300 gsm)

Duplexing/Perfecting: Automatic Duplex/Perfect  
Any Supported Stock

Power Source: 3-Phase 208 V/30 A
Dimensions  
(H x W x D): 52.4" x 101.8" x 45.4"

INPUT ACCESSORIES

POD Deck-A1e
Paper Capacity: 4,000 Sheets (20 lb. Bond)
Paper Size: 7.2" x 7.2" to 13" x 19.2"
Paper Weight: 16 lb. Bond to 110 lb. Cover 

(60 gsm to 300 gsm)
Dimensions  
(H x W x D):

 
43.1" x 38.7" x 31.2"

Power Source: 208 V/15 A

Color Image Reader-H1
Image Sensor: CCD
Document Size: Up to 11" x 17" 
Resolution: 600 x 600 dpi, 256 Gradations

DADF (Duplex Automatic Document Feeder)-R1
Tray Capacity: 100 Sheets (20 lb. Bond)
Scanning Speed: Up to 80 ipm (300 dpi) 

Up to 50 ipm (600 dpi) 
Original Size: Statement to 11" x 17"
Paper Weight: 13 lb. Bond to 80 lb. Cover 

(50 gsm to 216 gsm)

  * 	Size includes Professional Puncher Integration Unit-A1.
 **	Saddle-stitching cannot handle over 110 lb. Cover.
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The Canon imagePRESS C7000VPe is a factory-produced new engine that’s manufactured to  
perform like a Canon imagePRESS C7011VP digital press.

The pre-owned unit undergoes a demanding factory process at the Canon Virginia facility,  
including five comprehensive, 11-point evaluations and inspections. The criteria are rigorous and  
the procedures are meticulously performed—which is exactly what you’d expect from Canon.

FINISHING ACCESSORIES

Professional Puncher-B1/Integration Unit-A1
Original Size: LTR, LTR-Tab Paper
Paper Weight: 20 lb. Bond to 80 lb. Cover 

(75 gsm to 216 gsm)
Die Set Patterns: Loose Leaf 3-Hole/5-Hole, Velo  

Bind 11-Hole, Plastic Comb 19-Hole,  
Twin Loop 21-Hole/32-Hole,  
ProClick 32-Hole, Color Coil 44-Hole

Dimensions  
(H x W x D):

 
40.9" x 22" x 31.2"*

Power Supply: 120 V/15 A

High-Capacity Stacker-C1
Offset Stack Capacity: 5,000 Sheets (20 lb. Bond)
Top Tray Capacity: 1,000 Sheets (20 lb. Bond)
Paper Size: Up to 13" x 19.2"
Paper Weight: 16 lb. Bond to 120 lb. Cover 

(60 gsm to 325 gsm)
Dimensions  
(H x W x D):

 
48.8" x 33.9" x 30.1"

Power Source: 120 V/15 A

Saddle Finisher-AB2e
Tray Capacity
	 Top Tray: 3,000 Sheets (20 lb. Bond)
	 Lower Tray: 2,000 Sheets (20 lb. Bond)
Saddle-Stitch Tray: 30 Booklets or Limitless
Staple Positions: Corner Stapling, Double Stapling

Paper Weight:** 17 lb. Bond to 110 lb. Cover 
(64 gsm to 300 gsm)

Paper Size
	 Stapling: Executive, Letter-R, Letter, 

Legal, 11" x 17"
	 Saddle Finisher: Letter-R, Legal, 11" x 17", 12" x 18"
Stapling Capacity: Up to 100 Sheets
Booklet Stapling  
Capacity:

 
Up to 20 Sheets

Dimensions  
(H x W x D):

 
46.5" x 31.5" x 31.2"

Power Source: 208 V/15 A

Booklet Trimmer-D1
Margin Trimming: Open-end Only
Trim Amount: 0.08" to 0.78"
Trim Thickness: 50 Sheets
Paper Weight: 16 lb. Bond to 110 lb. Cover 

(60 gsm to 300 gsm)
Output Tray Capacity: 30 Booklets
Dimensions  
(H x W x D):

 
40.9" x 62" x 30.3"

Two-Knife Booklet Trimmer-A1
Margin Trimming: Top and Bottom
Trim Amount: 0.08" to 0.59"
Trim Thickness: 50 Sheets
Paper Weight: 16 lb. Bond to 110 lb. Cover 

(60 gsm to 300 gsm)
Dimensions  
(H x W x D):

40.9" x 21.1" x 30.3"

Power Supply: 120 V/15 A

Document Insertion Unit-C1  
(Option for Saddle Finisher)
Tray Capacity: 200 Sheets x 2 (20 lb. Bond) 
Paper Weight: 16 lb. Bond to 110 lb. Cover 

(60 gsm to 300 gsm)
Paper Size
	 Upper Tray: 7.2" x 7.2" to 11.7" x 13"
	 Lower Tray: 7.2" x 7.2" to 13" x 19.2" 
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www.usa.canon.com

Canon U.S.A., Inc.
One Canon Park
Melville, NY 11747

	 imagePRESS C7000VPe	 imagePRESS C7011VP 
Print Speed (Letter-Sized Paper)	 70 Pages Per Minute	 70 Pages Per Minute

Maximum Input Capacity	 6,000 Sheets (20 lb. Bond)	 10,000 Sheets (20 lb. Bond)

Supported Paper Weight	 Plain:		 64 to 300 gsm	 60 to 325 gsm 
	 Coated:	80 to 300 gsm	 70 to 325 gsm

Saddle Finisher Functionality	 Stack Up to 13" x 19.2"	 Saddle Press Technology 
	 Saddle-Stitch Up to 20 Sheets 	 Saddle-Stitch Up to 25 Sheets (Up to 13" x 19.2") 
	 (Up to 12" x 18")	 Saddle-Stitch Custom-Size Paper 
		  5 Sheets V-fold Without Stitch

Server Features	 Impose/Compose (Optional)	 Impose/Compose (Standard)


